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DISCONNECT & REMOVE EXISTING LIGHT FROM POLE.  PREPARE FOR NEW LIGHT ON EXISTING POLE.2

DISCONNECT & REMOVE EXISTING LIGHT. PROVIDE BLANK COVER & SPLICE AS NECESSARY FOR DOWN-LINE FEED. (A NEW FIXTURE MAY BE INSTALLED IN THE FUTURE).3

DISCONNECT & REMOVE EXISTING LIGHT FIXTURE, CONDUIT, & WIRING BACK TO NEW FIXTURE LOCATION.4

DISCONNECT & REMOVE EXISTING LIGHT FIXTURE.5
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ELECTRICAL CONSTRUCTION SPECIFICATIONS

GENERAL REQUIREMENTS - THE WORK SHALL IN EVERY WAY CONFORM TO THE LATEST RULES AND REGULATIONS OF
THE NATIONAL BOARD OF FIRE UNDERWRITERS AND NATIONAL ELECTRIC CODE AND SHALL BE PROVIDED BY AND
INSTALLED BY THE ELECTRICAL CONTRACTOR.  THE ENTIRE INSTALLATION SHALL BE MADE IN A THOROUGH
WORKMANLIKE MANNER IN FULL ACCORDANCE WITH THE MOST MODERN ELECTRICAL ENGINEERING PRACTICE.  ALL
MATERIALS SHALL BE NEW AND THE BEST OF THEIR RESPECTIVE KIND SUITABLE FOR THE CONDITIONS TO IMPOSE UPON
THEM.  ALL MATERIALS SHALL BE ON THE APPROVED LIST OF THE NATIONAL BOARD OF FIRE UNDERWRITERS AND SHALL
BEAR UNDERWRITERS' LABELS.

CONDUIT - ALL CONDUIT SHALL BE PVC. WHERE CONDUIT IS REUSED, IT SHALL BE SUPPORTED AS NECESSARY.
EXISTING CONDUIT MAY BE REUSED WHERE POSSIBLE.

WIRE - SHALL BE TYPE XHHW. UNLESS OTHERWISE INDICATED, TYPE USE WHERE UNDERGROUND; NO SMALLER WIRE
THAN NO. 12 SHALL BE USED.  ALL WIRING #10 AND LARGER AND CONTROL WIRING SHALL BE STRANDED.  ALL WIRE
SHALL BE RATED FOR 600 VOLTS.  3M TYPE Y OR R OR EQUIVALENT CONNECTORS SHALL BE USED.  WIRE SHALL BE
SIZED AS SHOWN ON DRAWINGS.

GROUNDING - THE ENTIRE WIRING SYSTEM AND CONDUIT AND APPARATUS SHALL BE GROUNDED IN ACCORDANCE WITH
THE NEC.  ALL WIRE USED FOR GROUNDING THE WIRING SYSTEM AND THE CONDUIT RUN AND ALL PULL BOXES SHALL
BE SIZED TO CONFORM TO THE REQUIREMENTS OF THE NEC.

WIRING SYSTEM - SHALL BE INSTALLED IN A CONTINUOUS CONDUIT SYSTEM.  PROVIDE A GROUND WIRE FOR ALL
CONDUIT SYSTEMS. CONTRACTOR SHALL INSTALL SYSTEM SO AS TO FORM A CONVENIENT LAYOUT.  ALL WIRING SHALL
BE COLOR CODED.

ELECTRICAL CONSTRUCTION SPECIFICATIONS (CONTINUED)

TESTS - AS THE WORK PROGRESSES, THE CONTRACTOR SHALL MAKE SUCH TESTS AS ARE NECESSARY TO ASCERTAIN
ANY SHORT CIRCUITS, DEFECTS, OR INCORRECT CONNECTIONS AND SHALL ELIMINATE ANY SUCH DEFECTS WITHOUT
COST TO THE OWNER.  AFTER WORK HAS BEEN COMPLETELY TESTED, ADJUSTED AND APPROVED, TEST SYSTEM UNDER
NORMAL OPERATION CONDITIONS TO DEMONSTRATE THAT SYSTEMS FULFILL REQUIREMENTS OF PLANS AND
SPECIFICATIONS AND THAT THEY OPERATE SATISFACTORILY.

ELECTRICAL SERVICE - ELECTRICAL SERVICE IS EXISTING.

PERMITS, LICENSES AND FEES - ALL PERMITS, LICENSES AND FEES NECESSARY FOR THE PERFORMANCE OF THE WORK
SHALL BE INCLUDED IN THE CONTRACT.

FIXTURE SCHEDULE - SEE DRAWINGS, CONTRACTOR TO FIELD VERIFY ALL VOLTAGES PRIOR TO ORDERING, EXTEND ALL
WIRING AS NECESSARY FOR NEW FIXTURES.
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