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NOTE:

CONTRACTOR TO FIELD VERIFY

ALL DIMENSIONS AND

CONDITIONS

2627 W. SUPERIOR ST., DULUTH, MN. 55806

 # 15-0369WINDOW REPLACEMENT

CITY OF DULUTH FIRE STATION #2

NORTH WEST

FORSHORTENED VIEW

2627 W. SUPERIOR ST.

EXISTING FACE BRICK

EXISTING

FACE

BRICK

2

D D

EXISTING METAL SIDING

TO REMAIN  TYP.

REMOVE EXISTING WOOD WINDOWS AND REPLACE

WITH NEW  FIBERGLASS DOUBLE HUNG WINDOWS,

TYP.

EXISTING CONC. SILL

NORTH

FORSHORTENED VIEW - SEE 4/A1

2

A2

2

C

A

A

A

C

A

5

A2

5

A2

5

A2

EXISTING

BRICK

EXISTING

CONC. SILL,

TYP.

EAST

FORSHORTENED VIEW

REMOVE EXISTING WOOD WINDOWS AND REPLACE

WITH NEW  FIBERGLASS DOUBLE HUNG WINDOWS,

TYP.

EXISTING

FACE

BRICK

1

A2

D

DD

D D D

4

A2

4

A2

4

A2

EXISTING METAL SIDING

TO REMAIN  TYP.

SOUTH WEST

FORSHORTENED VIEW

REMOVE EXISTING WOOD WINDOWS.

REPLACE WITH NEW FIBERGLASS FIXED

WINDOW. PATCH AND REPAIR EXISTING

METAL PANELS AND TRIM. CAULK

PERIMETER- TYPICAL SEE DETAIL

EXISTING FACE BRICK

EXISTING

LOUVER

B

B

B

EXISTING

METAL PANEL SIDING

EXISTING

CONC SILL, CAULK SIDES AND

PAINT, TYP.
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6
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B C D

FIBERGLASS DOUBLE HUNG AND FIXED WINDOWS

WITH LOW E INSULATING GLASS
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WINDOW TYPES

SEE FLR PLAN AND SECTIONS FOR MASONRY OPENINGS-

CONTRACTOR TO VERIFY ALL DIMENSIONS ON SITE
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ARCHITECTURAL:

A1 EXTERIOR ELEVATIONS/FLOOR PLAN

A2 SECTIONS & DETAILS
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V
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Y

  PREFINISHED METAL SOFFIT

PANELS  TO REMAIN, TYP.

EXISTING CONC.

SILL REMOVE ALL

CAULK, CLEAN AND

RECAULK, PAINT

SILL, TYP.  SEE

SPEC.

NEW FIBERGLASS

WINDOW UNIT SEE.

PLAN AND SPEC

CONTINUOUS

SEALANT, TYP AT

ALL SIDES

BRICK RETURNS

KNOT FREE POPLAR TRIM,

JAMB EXTENSIONS AND SILL,

PAINT TYP.

EXISTING CLG TO REMAIN

PATCH TO MATCH AS REQ'D

DUE TO WINDOW

REPLACEMENT, TYP.

CAULK JOINTS @ SILL,

TYP.  PAINT SILL

5

A2

5

A2

5

A2

FIBERGLASS WINDOW  FRAME

EXTENDER CASING AS REQ'D

CAULK AND BACKER ROD @

JAMB AND HEAD

EXISTING METAL PANELS TO

REMAIN

SHIM SPACE

INSUL. VOIDS

TYP.

CAULK

PERIMETER

TYP.

SELF ADHERING

WATERPROOF

MEMBRANE OVER

WOOD BUCK TYP.

WOOD TRIM

TYP.

 FIBERGLASS

DOUBLEHUNG WINDOW

UNIT

WOOD TRIM

TYP. ALL

SIDES

INTERIOR

 FIBERGLASS WINDOW

SILL CASING

PREFINISHED METAL

FLASHING/ WRAP UP AND

OVER 2 X BUCK, FOLF

OVER AND HEM BOTTOM

OF EDGE

CONTINUOUS SEALANT

UNDER FLASHING, TYP.

CAULK

PERIMETER

TYP.

SELF ADHERING WATERPROOF

MEMBRANE OVER WOOD BUCK

TYP. RUN MEMBRANE UNDER

WINDOW UNIT AND UNDER METAL

FLASHING, TYP.

2 X WOOD BUCK @

PERIMETER OF MASONRY

OPENING, NAIL @ 2'-0" O.C.

PAINT EXISTING CONC. SILL,

CAULK ALL JOINTS. TYP.

 FIBERGLASS

DOUBLEHUNG WINDOW
INTERIOR

CAULK AND

BACKER ROD

TYP.

EXISTING BRICK

RETURNS

CAULK JOINTS

SHIM SPACE

INSUL. VOIDS

TYP.

SELF ADHERING

MEMBRANE FLASHING

EXTERIOR
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  PREFINISHED METAL

PANELS AND SOFFIT TO

REMAIN, TYP.

EXISTING CONC. SILL

REMOVE ALL CAULK, CLEAN

AND RECAULK, PAINT SILL,

TYP.  SEE SPEC.

NEW FIBERGLASS WINDOW

UNIT SEE. PLAN AND SPEC

6

A2

6

A2

6

A2

  PREFINISHED METAL

PANELS AND SOFFIT TO

REMAIN, TYP.

EXISTING CONC. SILL

REMOVE ALL CAULK, CLEAN

AND RECAULK, PAINT SILL,

TYP.  SEE SPEC.

NEW FIBERGLASS WINDOW

UNIT SEE. PLAN AND SPEC

CONTINUOUS SEALANT

AT PERIMETER

5
'
-
3

1

8

"
+

-
 
M

.
O

.
 
V

E
R

I
F

Y

KNOT FREE POPLAR

TRIM, PAINT, TYP.

2 X BUCK, TYP. @

PERIMETER OF

WINDOW OPENING

PATCH/REPAIR CLG  TO

MATCH EXISTING AS

REQ'D DUE TO WINDOW

REPLACEMENT TYP.

4

A2

4

A2

4

A2

CAULK AND BACKER ROD @

JAMB AND HEAD

EXISTING METAL SOFFIT TO

REMAIN

 FIBERGLASS

DOUBLEHUNG WINDOW

SELF ADHERING

WATERPROOF

MEMBRANE OVER

WOOD BUCK  AND

NAILING FIN. TYP.

2 X WOOD BUCK AS

REQ'D TYP.

CAULK

PERIMETER

TYP.

SHIM SPACE

INSUL. VOIDS

TYP.

INTERIOR

PREFIN. METAL

FLASHING, TYP. UNDER

WINDOW SILL FRAME.

FOLD OVER AND HEM

BOTTOM EDGE

CONTINUOUS

SEALANT UNDER

FLASHING, TYP.

EXISTING BRICK

RETURNS

BACKER ROD AND

CAULK

 FIBERGLASS

DOUBLEHUNG AND/OR

PICTURE WINDOW

SHIM SPACE& INSUL.

VOIDS , CAULK

PERIMETER BOTH FACES

TYP.

WOOD TRIM

@  PERIMETER, SILL,

HEAD AND AT JAMB

EXTENTIONS AS REQ'D

TYP.

PAINT EXISTING

CONC. SILL, CAULK

ALL JOINTS. TYP.

EXTERIOR

SELF ADHERING

MEMBRANE FLASHING

CAULK JOINTS

EXISTING METAL

SOFFIT TO REMAIN

EXISTING BRICK

RETURN

2 X WOOD

BUCK AS

REQ'D TYP.

EXISTING GYP. BD CLG

PATCH AND REPAIR AS

REQ'D DUE TO NEW

WINDOW INSTALL TYP.

SELF ADHERING

WATERPROOF

MEMBRANE OVER

WOOD BUCK TYP.

WOOD TRIM TYP. ALL

SIDES

EXTERIOR

CAULK AND BACKER ROD @

JAMB AND HEAD

EXISTING METAL SOFFIT TO

REMAIN

 FIBERGLASS FIXED

WINDOW

SELF ADHERING

WATERPROOF

MEMBRANE OVER

WOOD BUCK TYP.

2 X WOOD BUCK AS

REQ'D TYP.

CAULK

PERIMETER

TYP.

SHIM SPACE

INSUL. VOIDS

TYP.

INTERIOR

PAINT EXISTING CONC. SILL,

CAULK ALL JOINTS. TYP.

PREFINISHED METAL

FLASHING/ WRAP UP AND

OVER 2 X BUCK AND OVER

NAILING FIN.  TYP. FOLD

OVER AND HEM BOTTOM

EDGE

CONTINUOUS SEALANT

UNDER FLASHING, TYP.

FIBERGLASS FRAME

EXTENDER AS REQ'D

FIXED FIBERGLASS

WINDOW UNIT

CAULK

PERIMETER

TYP.

SELF ADHERING WATERPROOF

MEMBRANE OVER WOOD BUCK

TYP. RUN MEMBRANE UNDER

WINDOW UNIT AND UNDER METAL

FLASHING, TYP.

2 X WOOD BUCK @

PERIMETER OF MASONRY

OPENING, NAIL @ 2'-0" O.C.

WOOD TRIM @

PERIMETER

TYP.

INTERIOR

CONT. TAPERED CUT WOOD

BLOCK

FIBERGLASS WINDOW  FRAME

EXTENDER CASING AS REQ'D

CAULK AND BACKER ROD @

JAMB AND HEAD

EXISTING METAL PANELS TO

REMAIN

SHIM SPACE

INSUL. VOIDS

TYP.

CAULK

PERIMETER

TYP.

SELF ADHERING

WATERPROOF

MEMBRANE OVER

WOOD BUCK TYP.

WOOD TRIM

TYP. AT ALL

SIDES

 FIBERGLASS FIXED

WINDOW UNIT

INTERIOR

R
W

 
F

e
r
n
 
A

s
s
o
c
i
a
t
e
s
 
I
n
c
.
 
A

r
c
h
i
t
e
c
t
s
,
 
4
1
3
 
E

a
s
t
 
S

u
p
e
r
i
o
r
 
S

t
r
e
e
t
,
 
D

u
l
u
t
h
,
 
M

i
n
n
e
s
o
t
a
 
5
5
8
0
2
 
 
(
2
1
8
)
 
7
2
2
-
8
2
7
1

LINE IS TWO INCHES

AT FULL SCALE ON 30X42 SHT

(IF NOT 2" - SCALE ACCORDINGLY)

HEAD

JAMB

SILLSILLSILL

HEAD

HEAD

JAMB

JAMB


	HALL #2 FLOOR PLANS Revised 5-27-15.pdf
	HALL #2 FLOOR PLANS Revised 5-27-15 A2

