NOTES:
1. CONTRACTOR TO VERIFY ALL DIMENSIONS. FACTORY CANNOT
ASSUME ALTERATION COSTS AFTER FINAL SUBMITTAL DRAWINGS
HAVE BEEN APPROVED.
2. FOUR (4) UNITS REQUIRED.
3. HOUSING, SIDE ARM CHANNELS & COUNTERWEIGHTS TO BE HOT DIP
GALVANIZED STEEL & PAINTED ALUMINUM.
4. MANUFACTURER TO FURNISH TEMPLATE & (4) 1/2" Ø x 12" x 3" L TYPE
ANCHOR ANCHOR BOLTS.
5. REFER TO DRAWING BVZ-2??? FOR ELECTRICAL.

PLAN

ELEVATION

SECTION A-A MTG DIM
SCALE: 3X

PROPOSED REPLACEMENT WARNING GATES
FOR DULUTH AERIAL BRIDGE

Copyright © 2005 B & B ROADWAY LLC
ALL RIGHTS RESERVED.
These drawings, including specification contained herein, are the property of B & B ROADWAY LLC. Any use, reproduction, distribution or disclosure of this information for any purpose other than specifically authorized is prohibited without advance written permission from B & B ROADWAY LLC.
NOTES:
1. CONTRACTOR TO VERIFY ALL DIMENSIONS. FACTORY CANNOT ASSUME ALTERATION COSTS AFTER FINAL SUBMITTAL DRAWINGS HAVE BEEN APPROVED.
2. FOUR (4) UNITS REQUIRED.
3. HOUSING, SIDE ARM CHANNELS & COUNTERWEIGHTS TO BE HOT DIP GALVANIZED STEEL & PAINTED ALUMINUM.
4. MANUFACTURER TO FURNISH TEMPLATE & (4) 1/2" Ø x 12" x 3" L TYPE ANCHOR ANCHOR BOLTS.
5. REFER TO DRAWING BV2-E??? FOR ELECTRICAL.

PLAN

ELEVATION

SECTION A-A MTG DIM
SCALE: 3X

3/4" Ø HOLE FOR 1/2" ANCHOR BOLTS (4 PL)