DESTRUCTION NOTES

1. See plans and specifications for further details.

2. The applicant responsible for the demolition project shall make all necessary arrangements for the provision of all necessary protective equipment for the safety of persons and for the protection of炸物 and of the property. The extent of the protective measures shall be in accordance with the provisions of the applicable local laws and regulations.

3. The applicant shall provide a plan for the disposal of the debris and waste material resulting from the demolition of the structures.

4. Prior to the start of the demolition, the applicant shall provide the necessary legal approval for the demolition.

5. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

6. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

7. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

8. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

9. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

10. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

11. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

12. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

13. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

14. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

15. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

16. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

17. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

18. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

19. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

20. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

21. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

22. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

23. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

24. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

25. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

26. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

27. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

28. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

29. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

30. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

31. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

32. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

33. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

34. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

35. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

36. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

37. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

38. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

39. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

40. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

41. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

42. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

43. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

44. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

45. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

46. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

47. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

48. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

49. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

50. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

51. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

52. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

53. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

54. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

55. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

56. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

57. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

58. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

59. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.

60. The applicant shall ensure that all safety precautions are taken prior to the demolition. The contractor shall ensure that all necessary safety precautions are taken prior to starting the demolition.
BOULDER/ROCK FOOTING DETAIL

TYPICAL CHAIN LINK FENCE WALLS, DIMENSIONS & WEIGHTS

<table>
<thead>
<tr>
<th>Description</th>
<th>Height</th>
<th>Depth</th>
<th>Width</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ground Fence</td>
<td>4'</td>
<td>0</td>
<td>0</td>
<td>375.5</td>
</tr>
<tr>
<td>Top Rail FDM</td>
<td>4'</td>
<td>0</td>
<td>1.5</td>
<td>375.5</td>
</tr>
<tr>
<td>Top Rail Residential</td>
<td>4'</td>
<td>0</td>
<td>1.5</td>
<td>375.5</td>
</tr>
<tr>
<td>Top Rail Commercial</td>
<td>4'</td>
<td>0</td>
<td>1.5</td>
<td>375.5</td>
</tr>
<tr>
<td>Top Rail Fence</td>
<td>4'</td>
<td>0</td>
<td>1.5</td>
<td>375.5</td>
</tr>
<tr>
<td>Top Rail Steel</td>
<td>4'</td>
<td>0</td>
<td>1.5</td>
<td>375.5</td>
</tr>
<tr>
<td>TOTAL WEIGHT</td>
<td>1562.5</td>
<td>0</td>
<td>4.5</td>
<td>1562.5</td>
</tr>
</tbody>
</table>

NOTES:
- All fence heights shall conform to the requirements of 609.10.
- Corner posts shall be located in the center of each walled area.
- A 6-foot fence shall be provided for an outside perimeter for the protection of adjacent properties.
- The total area of the outside perimeter shall be 1.5 times the area of the inside perimeter.
- All dimensions shall be shown on the plans and shall be measured from the centerline of each fence post.

CHAIN LINK FENCE CLASS II PFA SPEC. P-193

TYPICAL FENCE LAYOUT

GATE POST & CONCRETE BASE
GRADING NOTES

1. The contours on this plan are tentative and subject to change.
2. The plan shows the current situation and does not indicate any future conditions.
3. The plan is for information purposes only and does not represent any official action or decision.
TYPICAL LANE SEPARATION LINE DETAIL

TYPICAL STOP LINE PAVEMENT MARKING DETAIL

TYPICAL DOUBLE YELLOW PAVEMENT MARKING DETAIL

TYPICAL PEDESTRIAN CROSSWALK MARKING DETAIL

TYPICAL LANE SEPARATION MARKING DETAIL
(STA 1245+64 TO STA 29400 - PROPOSED REMOVAL)

TYPICAL HANDICAP PARKING SPACE DETAIL

TYPICAL HANDICAP PAVEMENT MARKING FOR HANDICAPPED SYMBOL

TYPICAL HANDICAP PARKING SIGN

PAVEMENT MARKING AND SIGNAGE DETAILS

C707
60% NOT FOR CONSTRUCTION